
2  REMOVE FLAG

5  LOOSEN AXLE NUT (FRONT NUT ONLY)3  FLIP OVER

TOOLS REQUIRED

13mm

13mm

1  POWER SWITCH IN OFF POSITION

4  ROTATE WHEEL 90°  CW

360°  2X CCW90° CW

2.5mm
Allen Wrench

  

C L I E N T :  R A Z O R  U S A
P R O J E C T :  I N S T R U C T I O N  I L L U S T R A T I O N S
T I T L E :  C r a z y _ C a r t _ S h i f t _ M o t o r - W h e e l _ 0 2
D A T E :  0 6 . 0 9 . 1 6
P A G E :  1  O F  4
N O T E S :  B L A C K  &  P M S  4 8 5

  



6  ROTATE WHEEL 180°  CCW 7  DISCONNECT MOTOR CABLE 8  REMOVE 3  MOTOR HEX SCREWS

9  REMOVE MOTOR-WHEEL 10  INSTALL NEW MOTOR-WHEEL

INCORRECT

180°  CCW

3X
ACTUAL

SIZE

2.5mm
Allen Wrench

  

C L I E N T :  R A Z O R  U S A
P R O J E C T :  I N S T R U C T I O N  I L L U S T R A T I O N S
T I T L E :  C r a z y _ C a r t _ S h i f t _ M o t o r - W h e e l _ 0 2
D A T E :  0 6 . 0 9 . 1 6
P A G E :  2  O F  4
N O T E S :  B L A C K  &  P M S  4 8 5



11  INSTALL 3  MOTOR HEX SCREWS 12  CONNECT MOTOR CABLE 13  ROTATE WHEEL 180°  CW

14  TIGHTEN AXLE NUT (FRONT NUT ONLY) 15  ROTATE WHEEL 90°  CCW

180°  CW

90° CCW

13mm

3X
ACTUAL

SIZE

2.5mm
Allen Wrench

  

C L I E N T :  R A Z O R  U S A
P R O J E C T :  I N S T R U C T I O N  I L L U S T R A T I O N S
T I T L E :  C r a z y _ C a r t _ S h i f t _ M o t o r - W h e e l _ 0 2
D A T E :  0 6 . 0 9 . 1 6
P A G E :  3  O F  4
N O T E S :  B L A C K  &  P M S  4 8 5



17  INSTALL FLAG16  FLIP UPRIGHT 18  PROCESS COMPLETE

  

C L I E N T :  R A Z O R  U S A
P R O J E C T :  I N S T R U C T I O N  I L L U S T R A T I O N S
T I T L E :  C r a z y _ C a r t _ S h i f t _ M o t o r - W h e e l _ 0 2
D A T E :  0 6 . 0 9 . 1 6
P A G E :  4  O F  4
N O T E S :  B L A C K  &  P M S  4 8 5

  


