
                                    Dirt Quad Rear Axle Installation Instructions 

Tools Required:  3mm Allen Wrench  

                              5mm Allen Wrench 

                              6mm Allen Wrench 

                             10mm Open Wrench  

                              Phillips Screwdriver 

                                            

 Step 1 – Using a 6mm Allen wrench                                                 Step 2 – Using a 5mm Allen wrench  

 remove the 3 bolts from the hub and                                              and a 10mm open wrench, remove                                            

 center bolt and remove rear wheel.                                                bolt from both flanges and remove  

Note: Place unit on stand after                                                          flange from rear axle. 

removing both rear wheels. 

 

                                    

             Step 3 – Using a Phillip screwdriver                                                        Step 4 - Carefully turn unit over and         

              remove the 4 screws on the chain                                                             using a 5mm Allen wrench remove                                                  

              guard (2 on the bottom; 1 on the side                                                      the 4 bolts holding the motor to the frame. 

              and 1 on top).                                                               
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Step 5 – After the motor is detached,                                          Step 6 - Using a 5mm Allen wrench 

remove the chain from the motor shaft                                      remove the 2 bolts on the brake caliper  

and rear sprocket.                                                                            And remove from disc brake.  Gently  

                                                                                                             tap the disc brake with a rubber mallet                                                                                                             

                                                                                                             and remove from rear axle.  

 

 

                                                            

   Step 7 - Using a 3mm Allen wrench,                                                                          Step 8 – Remove the 2 key ways from  

   Loosen the set screw on the sprocket.                                                                        the rear axle and remove rear axle. 

  Gently tab the sprocket with a rubber 

  mallet and remove sprocket from  

  rear axle. 

 

Reverse steps to re-assemble 


